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                  ABN: 85 765 232 986
Casting Plaster

Casting Plaster is a general purpose plaster developed and manufactured for use in the production of plaster craft replications.

Casting Plaster provides reproductions that are of medium hardness which are also suitable for carving and turning. 
Boral Plasterboard Casting Plaster is ideally suited to a wide variety of uses including the production of fibre reinforced cornice sections, cast panels, tiles, ceiling roses, statuary, giftware, articles and models. 

Storage
Casting plaster should be stored under cover in a dry environment and protected from temperature extremes. Storage in an unsuitable environment or once container is open can shorten the life of this product.

Setting Time
Casting Plaster has a Knife Set of 20-30 minutes and an initial Gilmore Set of 35-40 minutes.

Disposal
Be conscious of the environment. Dispose of empty packaging in a responsible manner.

Repackaging
If this product is repackaged by distributors or others, all Preparation, Mixing, and Health and Safety warnings are to be reported on any new packaging.

Preparation
1. When producing plaster casts, it is important to record the water:plaster ratio used in trails so that mixes can be adjusted according to experience. 

2. Weighed quantities of plaster should always be used, as the bulk density is variable and measurement by volume is unreliable. 

3. The strength, hardness and density of a plaster cast is directly related to the quantity of water used for gauging, which should be kept to a workable minimum. (The recommended water:plaster ratio is 65:100). 

Mixing 
1. Always use clean, cold water and clean containers and tools.

2. Using dirty containers/water/tools may affect setting time and set strength.

3. Weigh plaster and measure water accurately for each mix to ensure uniform moulds or casts.

4. For best results, slowly add powder to water (5kg powder to 3.25 litres water) and allow powder to soak for 1-3 minutes before mixing.

5. Mix by hand or with a power mixer (max. of 400rpm) – mixing at higher speeds will draw air into the mix creating air bubbles. Mix until a smooth workable paste has been achieved. 

6. Pour the plaster into the mould, tapping or vibrating the mould to avoid air bubbles. Allow the plaster to set completely before removing from the mould. 

7. Once setting has commenced, the material cannot be remixed and should not be agitated or retempered by the addition of water. The inclusion of other materials in the mix impair the performance of this product and will void the product warranty. 

8.  Dry plaster casts and objects thoroughly. Casts can be air or oven dried. Oven drying should be carried out in thermostatically controlled fan forced oven with temperatures not exceeding 45o-50oc.

Health and Safety
1. Do not ingest contents of package. If ingested, seek medical advice.

2. Avoid creating dust when handling, mixing or sanding. If dust is unavoidable, ensure adequate ventilation; wear eye protection and an approved disposable respirator, which conforms to Australian Standard AS 1716 Type P1 or P2.

3. If dust or paste causes irritation, use impervious PVC, Nitrile or rubber gloves.

4. Dust from this product is classified as hazardous according to criteria of WorkSafe Australia.

5. Keep contents out of reach of children. 

6. If using power operated equipment to sand or drill in an enclosed or poorly ventilated area, use recommended personal protective device. 

7. Do not attempt to make an enclosed cast of any body parts such as hands or fingers. This product gives off heat when mixed with water for setting, which may result in serious skin burns if used for casting body parts.

8. For further health and safety handling instructions, refer to the Material Safety Data Sheet for this product, available from your Boral Plasterboard sales office. 
For Technical Advice Call – 1800 811 222

In Emergencies call – 1800 033 111

Poison Information – 13 11 26
