[image: image1.jpg]ADELAIDE i3
RoOilitv Y
SUPPLIES





735B Marion Rd. 
Ascot Park S.A. 5043

Phone/Fax: (08) 8277 7278
PINKY™
FAST SET MOULDING SYSTEM

RTV SILICONE RUBBER

PRODUCT DESCRIPTION

PINKY is a two component, addition curing, low viscosity silicone designed for taking very fast impressions. It is ideally suited to and is the product of choice for fast set moulds where a free flowing product is required and when time factors are an issue.

TYPICAL PRODUCT USES

Any fast turnover moulding

Most small moulding applications

TYPICAL CATALYSED PROPERTIES

Mixed @ 23°C and 50% RH.
Mix Ratio A:B (by weight)
100:100

Mixed Consistency mPa s:
2500

Pot life:



6 minutes

Cure/Demould time:

20+ minutes

TYPICAL CURED PROPERTIES

Colour:



Pink
Specific Gravity:


1.10

Hardness (Shore A)

20, after 60 minutes

Tensile Strength (N/mm²):
3.5

Elongation at break %:

400

Tear Strength (N/mm):

4.5
HANDLING AND STORAGE

HANDLING: Use in a well ventilated area away from other materials, operations and sources of ignition. Open slowly to allow gradual release of any pressures. Use caution when opening any bulging containers. Keep container closed when not in use. Where possible use an inert nitrogen spray before sealing container.

STORAGE: Store in a cool, dry, well-ventilated area. Protect against moisture. Do not store with: basic substances (eg alkalis, ammonia, amines), oxidising agents, strong acids. Do not store in glass containers.

PERSONAL PROTECTION

GENERAL: Do not eat, drink or smoke when handling. Wash hands at the end of work and before eating.

EYE PROTECTION: Protective goggles.

HAND PROTECTION: Wear gloves of impervious material for continued use.
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