
TR-102, 104 and 108 primarily a
number one grade CARNAUBA
blend which yield unsurpassed
releases. In it’s RAW form, one 
of the hardest waxes available.

Other advantages include 
excellent chemical and heat
properties, gloss and polish 
ability.

TR-102 and 104 let dry to a haze
(5-10 minutes) at room tempera-
ture prior to polishing. Excellent
ease of wipe for extended time.

TR-108 should not be allowed to
dry before wiping. Polish wipe
while the wax is still slightly soft
or wet. Aids new tooling break-in
with improved bonding and
hardness.

Companion Wax Releases TR-110
and Slurry Wax TR-111. Designed
for flanges, edges, marble hats or
other rough surfaces where gloss
is not needed.

TR-100 Series, a one source 
for your entire Wax Release 
requirements.

APPLICATION TR-102 TR-104 TR-108 TR-110 TR-111

Cultured Marble
and other Cast
Molding

Open Mold
Spray or 
Hand Layup

RTM/Vacuum
Bag and
Compression

Corrosion/Polymer
Concrete

Filament Wind
or Mandrel

PVA Compatible

TR Industries TR-100 Series Wax Releases are the most recognized and most 
widely used wax releases on the market today. The TR-100 Series has been an
industry standard for over 35 years, with the Hi-Temp TR-104 known more for 
it’s color than code number.

100 Series
Paste Wax
Releases

Note: Refer to product brochure for step application procedure for new or reconditioned molds.
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