
 

 

 

 

*This is a guide only. The type of wax, fragrance load, colour and container size will affect the burn 

diameter. Always test your wick.  

* Trim wooden wicks to 1mm to 1.5mm, otherwise the flame might be too large or sooting may 

occur. 

*When using Orchid Wax SB45 keep CDN wicks trimmed to 5mm and wooden wicks 1mm to 1.5mm 

to avoid sooting.  

Burn Diameter  VRL CDN Wooden Wick 
36mm  CDN 3  

40mm  CDN 4  

40mm-45mm  CDN 6  

45mm-50mm  CDN 7 No. 23 

50mm-55mm  CDN 8 No. 23 

55mm-60mm VRL 11 CDN 10 No. 24 

60mm-65mm VRL 12 CDN 12 No. 24 

65mm-70mm VRL 14 CDN 14 No. 25 

70mm-75mm VRL 16 CDN 16 No. 25 

75mm-80mm VRL 18 CDN 18  

80mm-85mm VRL 18 CDN 20 No. 26 

85mm-90mm VRL 18 CDN 22 No. 26 

90mm-95mm  CDN 24 No. 27 

90mm-100mm  CDN 26 No. 27 

95mm-105mm  CDN 28  

100mm-110mm  CDN 30  
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